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WHY USE TEMPLATES?
Many manufacturers modify their stock dimensions yearly, making it difficult 
for us to keep one specific model available for one specific manufacturer. 
In response, we have provided these templates to help you match your gun 
stock butt.

If you have a stock that does not match one of our templates, you can utilize 
our Slip-On pad which delivers the same felt recoil reduction as our Preci-
sion-Fit pad. (Removal of existing pad is recommended, but not required.) 
You may also utilize our Grind-to-Fit recoil pad, but this may require a visit to 
your local gunsmith.

OTHER OPTIONS

TEMPLATE INSTRUCTIONS
 *NOTE: When printing, make sure that the “PRINT ACTUAL SIZE”  or 
“CONSTRAIN PROPORTIONS” box is checked or that the “FIT TO PAGE” 
box is unchecked (found in Print Settings).  These templates will not 
work if they are not printed 100% to size. You can verify the size by 
measuring a printed template and compairing to the measurements written 
on the template.

I.    Remove the existing recoil pad or plate from your stock butt by 
unscrewing. If your recoil pad is glued on, it may require gunsmithing.
II.   Place the gun stock on top of each template until you have found a 
match. Cut template out to determine screw hole location.  If the screw holes 
do not line up, you can slot or elongate the screw holes on the bottom of 
our plate an additional 3/16” or more towards the heel or the toe and 1/16” 
towards the center of the pad (use a Dremel® tool with sanding attachment) 
to match the holes in your stock.  This is regardless of wood or synthetic 
stocks.  Please note: This only refers to the template recoil pads that are not 
already elongated or slotted.
III.  Once a match is found, the product number will be on that specific 
template so you will know which one to order.

RECOIL PAD TEMPLATE GUIDE
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PART #: 10001(Classic), 
10800(AirTech)

Template Dimensions:
5.025” X 1.7”

(Approx.) 5 - 1/32” X 1 - 11/16”

PART #: 10002(Classic), 
10801(AirTech)

Template Dimensions:
4.62" X 1.642"

(Approx.) 4 - 5/8” X 1 - 5/8”

Part #: 10003(Classic), 
10802(AirTech)

Template Dimensions:
4.62" X 1.58"

(Approx.) 4 - 5/8” X 1 - 9/16”

PART #: 10011(Classic), 
10803(AirTech)

Template Dimensions:
4.91" X 1.555"

(Approx.) 4 - 29/32” X 1 - 9/16”

adapter piece required for ruger recess/skeleton. please call to receive your free adapter piece.



3

PART #: 10012
TEMPLATE DIMENSIONS:

4.973" X 1.625"
(APPROX.) 4 - 31/32” X 1 - 21/32”

(Grind/Sand off for wood stock installation)(Grind/Sand off for wood stock installation)

PART #: 10018
Template Dimensions:

4.75" X 1.5162"
(Approx.) 4 - 3/4” X 1 - 33/64”

PART #: 10013
Template Dimensions:

5.025" X 1.690"
(Approx.) 5 - 1/32” X 1 - 11/16”



4

AR-15 Universal 6-Position Tactical (1/4” step-down) 
Tapco T6, Colt LE6920, LE6940

SNAP-ON ONLY - No screw holesThis pad works on most standard AR-15 / M4 carbine stocks with 1/2” step down 
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Part #: 10025
Template Dimensions:

5.255" X 1.6703, "
(Approx.) 5 - 1/4" X 1 - 43/64"

Magpul STR, ACS, ACS-L, UBR, Mil Spec, CTR, MOE (MAG 310 & MAG 400)
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10031/10815: for wood stocks only 
10031/10804: for synthetic stocks only

(Grind/Sand off for wood stock installation)

PART #: 10030, 10031(Classic) 
10804, 10815(AirTech)

Template Dimensions:
5.00" X 1.625"

(Approx.) 5” X 1 - 5/8”

(Grind/Sand off for wood stock installation)
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PART #: 10102(Classic),
10806(AirTech)

Template Dimensions:
4.70" X 1.6"

(Approx.) 4 - 23/32” X 1 - 5/8”

PART #: 10111(Classic),
10807(AirTech)

Template Dimensions:
4.92" X 1.605"

(Approx.) 4 - 15/16” X 1 - 5/8”

PART #: 10112/10121(Classic),
10808(AirTech)

Template Dimensions:
4.85" X 1.575"

(Approx.) 4 - 27/32” X 1 - 9/16”
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(Grind/Sand off for wood stock installation)

PART #:
10201(Classic), 
10809(AirTech)

Template Dimensions:
5.175" X 1.680"

(Approx.) 5 - 3/16” x 1 - 11/16”

(Grind/Sand off for wood stock installation)

includes adapter piece.

(Grind/Sand off for wood stock installa�on)

PART #: 10301
Template Dimensions:

4.7950" X 1.6100"
(Approx.) 4 - 13/16” X 1 - 5/8”

includes adapter piece.

(Grind/Sand off for wood stock installation)

PART #: 
10401(Classic), 10810(AirTech)

Template Dimensions:
5.095" X 1.775"

(Approx.) 5 - 3/32” X 1 - 3/4” ADAPTER
PLATE
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PART #: 10403
Template Dimensions:

4.836” X 1.65”
4-27/32” X 1-21/32”

(Approx.) 

Benelli M1 Tactical, SBE II Stdy. Grip 
(Bolt-On)

Benelli M2 Tactical, Supernova Tactical, SBE II Stdy. Grip 
(Snap On)

includes adapter piece.

PART #: 10404
Template Dimensions:

4.91” X 1.665”
4-29/32” X 1-43/64”

(Approx.)

PART #: 10601(Classic)

10816(AirTech) 
Template Dimensions:

4.75" X 1.685"
(Approx.) 4 - 3/4” X 1 - 11/16”

(Grind/Sand off for wood stock installa�on)

PART #: 10701(Classic), 
10811(AirTech)

Template Dimensions:
5.360" X 1.770"

(Approx.) 5 - 3/8" X 1 - 3/4"
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PART #: 10812(AirTech)
Template Dimensions:

5.04” X 1.51”
(Approx.) 5 - 1/32” X 1 - 1/2”

Choate

PART #: 10814(AirTech)
Template Dimensions:

4.647" X 1.741"
(Approx.) 4-5/8” X 1-3/4”

(Grind/Sand off for wood stock installation)

PART #: 10702(Classic)

10817(AirTech)

Template Dimensions:
5.025" X 1.690"

(Approx.) 5 - 1/32" X 1 - 11/16"

PART #: 10818 (Classic)
 Template Dimensions:

5.117" X 1.685"
(Aprox.) 5-1/8" X 1-11/16"
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PART #: 10826 (AirTech)
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The following two templates on this page were designed to fit a specific make of synthetic stock. To 
accomplish as accurate a fit as possible, many of the synthetic recoil pad plates have profiles that snap 
inside the cavities of the stock. While most plates can be modified to fit a wood stock by grinding off 
any protruding plastic on the plate, the following two plates CANNOT be altered. 

PART #: 10008
Template Dimensions:

5.035" X 1.6"
(Approx.) 5 - 1/32” X 1 - 5/8”

 This plate cannot be altered

PART #: 10100/10101,
10805

Template Dimensions:
5.00" X 1.625"

(Approx.) 5” X 1 - 5/8”

 This plate cannot be altered

Browning Gold 12/20; Stoeger M2000 (non-pistol grip & P-350 pump (syn.), Silver 12 
GA. (Syn.)

Remington 700 ADL/BDL, ML, 710, 770, 7600, 870, (12, 16), 1100 (12, 16), 11-87 (syn.), SP-10;
Marlin XS7 (syn.) 



11

The following Grind-to-Fit Recoil Pads are shown with two profile lines. The outer line is the 
actual size of the pad. The inner line is the “Max” Grind line. In order for our technology to 
function properly, the interior air chamber must remain intact with enough wall thickness 
to contain the pressure during the firing of the weapon.  By not grinding past this line, you 
ensure your pad will be in perfect working order. To determine which Grind-to-Fit Recoil Pad 
is right for you, remove your existing pad, and place your flat stock on the templates. Choose 
the pad that shows the full outer line of the template, and none of the interior line. For fur-
ther instructions, see inside of our packaging, or go to www.LimbSaver.com.

LIMBSAVER GRIND-TO-FIT RECOIL PAD TEMPLATES

SMALL GRIND-TO-FIT

MEDIUM GRIND-TO-FIT

10541 is a Classic LimbSaver pad with 1” LOP
10534 is a Trap LimbSaver pad with 1” LOP

10537 is a Nitro LimbSaver pad with 1-1/2” LOP

10542 is a Classic LimbSaver pad with 1” LOP
10535 is a Trap LimbSaver pad with 1” LOP

10538 is a Nitro LimbSaver pad with 1-1/2” LOP
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PART #: 10543(Classic 1” thick L.O.P.), 
10536(Trap 1” thick L.O.P.),

10539(Nitro 1-1/2” thick L.O.P.)
Template Dimensions: 5 9/16" X 2 1/16"

Grindable to: 4 7/16" X 1 19/32"

LARGE GRIND-TO-FIT

10543 is a Classic LimbSaver pad with 1” LOP
10536 is a Trap LimbSaver pad with 1” LOP

10539 is a Nitro LimbSaver pad with 1-1/2” LOP

PART #: 10540 1” thick l.o.p.

PART #: 10544 5/8” thick l.o.p.
Template Dimensions:

5 1/2" X 1 15/16"
Grindable to: 3 28/32" X 1 11/32"  

10540 is a Speed Mount LimbSaver pad with 1” LOP
10544 is a Classic LimbSaver pad with 5/8” LOP
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